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Owners Manual 
 

Enterprise’s century old reputation for long lasting solid fuel cook 
stoves is now better… with the introduction of these “airtight” Savoy 
Kings.  First introduced back in 1933, Enterprise has built literally tens 
of thousands while making little refinements here and there through 
the years. This Savoy King is a tried and tested cooking and heating 
stove that has earned it a solid reputation over the years. 
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ENTERPRISE FAWCETT  
 

Notice To Owners 
 
 
Note that it is prohibited to connect a solid fuel burning appliance to a 
chimney or flue already serving a fireplace or incinerator.  

� Do not install in a mobile home.   

� Do not connect this stove to any air distribution duct system. 

� Combustible floors to be protected with 9/32” (7 mm) non-combustible cover 
extending 18” (45.7 cm) beyond the fire and ash removal doors, 8” (20 cm) 
beyond both sides and rear.  Check with your local authorities as this may vary. 

Above:     58” (147 cm) 

Front:     48” (122 cm) 

Sides:     21” (53.3 cm) 

Rear:     23” (58.4 cm) 

Chimney Connector (Smoke Pipe):  18” (45.7 cm) 

For further information on reduced clearances to combustibles, check with your local 
building and fire codes. 

Clearances to combustibles may be reduced only as approved by the local 
regulatory authority. 

Instructions 
Read these instructions carefully. Consult your local authorities concerning local fire 
safety regulations.  Installation must be made in accordance with the Local, 
Provincial or State codes in your area, which may differ from this manual.  Always 
comply with most severe application.  Proper installation and use will ensure safe 
and satisfactory performance.  Improper installation or use could result in voiding 
your warranty. 
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Installation 
� When installing, adhere to clearances and instructions. The 

consequences of using makeshift material could be unsafe 
and dangerous. 

� Do not use chemicals or fluid to start the fire. 

� Do not burn garbage or flammable fluids such as gasoline, 
naphtha and engine oil. 

� A maximum fuel load is level with the top of the firebox lining 
next to the oven. 

� Do not store solid fuel within the stove clearances plus 12” 
(31 cm) or within the space required for refueling the ash 
removal, minimum 48” (122 cm). 

� Do not use fuel other than specified for the stove. 

� Use low fire at first to season castings. 

CAUTION 

Locate the base pieces under the greased and paper-wrapped #1 
keyplate (stove top): 
 
2 Chromed Front Legs 
 (paper wrapped and inside oval stove pipe extension) 

2 Black Rear Legs 
 (paper wrapped and inside oval stove pipe extension) 

1 Black Steel Back for Base 
(paper wrapped and under keyplates) 

1 Chromed Front for Base 
 (paper wrapped and under keyplates) 

2 Black Steel Sides for Base 
 (paper wrapped and under keyplates) 

 
Turn the ash door handle with a large flat screwdriver to find the 
following in the ashpan: 
 
 Lifter   Poker   Scraper  
 Damper  Broiler Lever  Cleanout Cover
 Bag of Bolts  Grate Shaker (coal firebox only) 

LOCATING 
STOVE PARTS 

 

These tools aid in operating and maintaining your SAVOY 
KING. The lifter serves as a removable handle. With its cool 
wire holder it is used to remove the covers, slide the cast knob 
attached to the bypass oven damper, open and securely close 
the fire and ash compartment doors. 
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King Base 

BASE ASSEMBLY 
 

Arrange the base parts on the floor as in the picture and, using 
the 3/16” x ¾” bolts, lockwashers and nuts, bolt the base 
assembly together. 

 

� The steel panel supports have a ½” horizontal ledge which 
must be at the top of the legs. 

� The chrome front piece has a protective plastic film which 
must be peeled away prior to bolting the base together so 
that it does not melt during operation. 

� Also for appearance please ensure that the bolt heads are 
on the outside with the lock washers and hex nuts placed on 
the inside. 

� Tighten the lockwasher sufficiently to ensure base stability. 

NOTE WELL 

Once the stove is placed on the base it cannot be easily moved.  
Therefore, predetermine the required code clearances by 
consulting your installation section in this manual.  Carefully 
locate and level the base prior to lifting the stove in place. 

 

The complete stove weighs approximately 485 lbs, including the 
closet. Please have appropriate assistance when lifting the stove 
in place to avoid injury and damage.  Removal of keyplates and 
all unbolted parts would minimize weight. 

 

  

� Install the oval smoke pipe length, mark, drill and fasten it 
securely to the smoke pipe collar with a minimum of 3 sheet 
metal screws. 

� The closet may now be installed. 

� Be sure the smoke pipe does not project into the chimney 
beyond the inside of the linings as it could interfere with the 
required draft. 

� The chimney (not the stove) supplies the draft necessary for 
the satisfactory operation for heating and cooking. 

SMOKE PIPE 
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INSTALLING THE 
CLOSET 

 

Place the closet on the top of the stove so that the holes in the 
base line up with the holes in the stove top.  Ensure that 
someone is present to hold the closet while the bolts are being 
threaded through the closet base/stove top as it can be top 
heavy and tip over until bolted down. 

 

 
 

Thread one 1 ½” x 3/16” bolt down through each closet base 
and stove top. Attach the nuts loosely at first and gradually 
tighten as the alignment of the closet is checked. The final 
tightening should occur after the broiler lever and first keyplate 
are positioned and the alignment of hooking the broiler lever on 
the closet side is checked. 

 
CLOSET PLACEMENT 
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ALIGNMENT 

 

TOWEL BAR 

Place the towel bar into the towel bar holders and bolt together 
with the flat head bolts and acorn nuts provided.  To install (A) 
place the end of the towel bar holders into the holes in the top of 
the closet then (B) lower the towel bar into a horizontal position. 

 

Arrange the following parts on a level surface that will not be 
damaged by moving heavy steel parts: 

� First Keyplate less covers   

� Broiler Lever Washer (plain cast) Prt # 805736 

� Broiler Lever (Nickel Plated) Prt #802831 

� Broiler Lever Nut (Nickel Plated) Prt # 805798 

� Bolt (1” x 3/16”) 

� Hex Nut 

� Lockwasher 

ASSEMBLY OF THE 
BROILER LEVER TO 

THE FIRST KEYPLATE 
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Hold the keyplate horizontally over the edge of a bench as 
shown and  press the cast broiler lever washer in place with the 
flat edge pointing towards & parallel with the firebox end of the 
range top (the two integral pins go down through the holes in 
the keyplate). 

Put the broiler lever over the top of the cast washer and press 
the chrome broiler lever round nut down through the assembly. 

 

 

            

 

Holding this assembly together with one hand thread the 
bolt/lockwasher from under the keyplate and tighten completely 
into the broiler nut. 

 

 

Hold the keyplate and broiler lever assembly in the position PLACING THE 
KEYPLATE/ BROILER 



Enterprise Fawcett   Savoy King Range 
 
 

 
  7 

shown and thread the leading end of the handle tilted on its 
edge through the notched slot in the cast closet side. 

 

LEVER ASSEMBLY 
THROUGH THE CAST 

CLOSET SIDE 

 

 

Once the lever is pushed through rotate the broiler lever into the 
proper vertical position. 

 

 

 

 

Seat the pin on the #2 keyplate and ensure proper functioning of 
the broiler lever. 

Finally check the alignment of the closet bracket that provides a 
place to hook the broiler lever then tighten the closet mounting 
nuts and bolts.  Replace the stove covers and lifter. 
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Chimney 

Connect this appliance to one of the following chimneys: 

� A masonry chimney conforming to the Provincial regulations 
or in the absence of such regulation, to the requirements of 
the National Building Code. 

� A factory built chimney, conforming to the requirement of 
U.L.C./629 standard for 650C (1200F) factory built 
chimney. 

� The successful operation of the stove depends on its proper 
installation, especially with regard to connecting it to a 
chimney in good condition that will produce adequate draft 
(.05 -.07 inches W.C.) (1.27mm – 1.78mm) 

� A new chimney should be brick with a tile lining, or a metal 
flue that has been certified for solid fuel burning by an 
authorized approval agency. 

 

CHIMNEY 
SPECIFICATIONS 

� The minimum measurements of the chimney are as follows: 
Area: 28 Square inches (182 sq.cm), 6” diameter (15cm), or 
6” x 6” square (15 x 15 cm) and a minimum of 12’ high 
(3.66m) from the top of the chimney connector (smoke pipe) 
collar at the rear of the stove, more is preferred.  To insure 
adequate draft we recommend a 7” diameter (17.8 cm) 
chimney connector (smoke pipe) from the starting oval pipe 
joint to the chimney. 

 

CHIMNEY CLEARANCES 
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� The chimney should extend at least 2’ (61 cm) higher than 
the highest point on the roof, 10’ (3m) away or 3’ (91 cm) 
above the peak if it comes through the roof at that point. 

� The stove should be located as close to the chimney as 
possible.  We recommend not more than 10’ (3 m) away.  
The chimney connector (smoke pipe) should not be less 
than 6” (15 cm) in diameter of 24 gauge minimum thickness, 
should be used and fastened with 3 sheet metal screws at 
each point.  The connecting collar on the stove is the large 
end, to accept the small end of the smoke pipe, this will 
allow soot and creosote to return to the stove and not leak at 
the joints.  A horizontal run should have an upward slope 
(never downward) a minimum of 1/4" per linear foot, (2 cm 
per meter).  Do not use more than one 90 degree elbow.  

� The chimney connector (smoke pipe) will not pass through 
an attic or roof space, closet or similar concealed space, or a 
floor, ceiling, wall, or partition of combustible construction. 

  

Fuel 
Your KING RANGE cookstove will burn wood, anthracite (hard 
coal) and bituminous (soft coal).  Prepare the firebox for the fuel 
you choose to burn.  If you choose COAL, the firebox should be 
as shown in figure 1.  Before burning WOOD, the wood grate 
shown in Figure 2, should be installed correctly.  The left and 
right end linings must be removed to install the wood grate.  To 
remove, turn the linings at an angle crossways in the firebox 
and lift up and out.  When installing the wood grate the small flat 
metal tab with the elongated hole goes to the front of the stove.  
Insert the tab through the hole in the grate rest.  This end of the 
grate rests on the 2 lugs holding it just above the coal grates, (it 
is not necessary to remove the coal grates).  Lower the other 
end until it comes to rest on the bottom front of the opening into 
the firebox extension.  The wood grate is now in place, check to 
ensure the grate slide operates freely. 

The wood firebox extension 3 ½” (8.9 cm) allows a piece of 
wood that is slightly longer than usual to fit into the firebox.  This 
is a safety feature making it unnecessary to remove a piece of 
wood that has caught fire from a hot charcoal bed. 

If your range was purchased with a wood grate and slide (no 
coal grates), and at a later date you wish to burn coal, then a 
new set of roller grates and linings would have to be purchased. 
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Hardwood, well seasoned (up to 1 year with approximately 20% 
moisture content), 3” to 4” (10cm) split and round by 14” to 16” 
(35-40cm) in length.  Some dry softwood may be used.  Dry 
softwood kindling is necessary to produce the high 
temperatures required to ignite larger pieces of fuel when 
added.  Do not expect freshly cut wood to give satisfactory 
cooking or heating results. 

RECOMMENDED 
FUEL SIZES 

 
WOOD 

Bituminous (soft coal), nut or stove size (mixed fine to larger 
than nut lumps). 

Anthracite (hard coal), nut sized or above size. Dry softwood 
kindling may be necessary to produce the temperatures 
required to ignite a cold-fresh load of wood or coal.  Soft coal 
requires a higher temperature to ignite than wood and even 
higher temperatures are required for hard coal. Solid fuel should 
be stirred in a well ventilated area. 

RECOMMENDED 
FUEL SIZES 

 
COAL 

 

Operation 
Before placing a fire in a stove with a polished top, be sure 
that the top is first cleaned with varsol or paint thinner to 
remove the protective coating which is put on the top at the 
factory to prevent rusting. 

REMOVE PROTECTIVE 
COATING 

  
Please note that the thermometer has been preset to 250°F. OVEN THERMOMETER 

On occasion it may be noticed that the oven thermometer is not 
working properly.  This may be due to jarring in shipment or it may 
have come out of adjustment. 
 
It may be necessary to test the temperature by using a separate 
oven thermometer.  Place near the center of the oven to get an 
accurate reading. 

 
When the thermometer reaches 375F check the door 
thermostat, if the temperature should vary by more than 50, 
adjustment of the thermometer will be required.  Follow the steps 
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below. 
 
� When the stove is cool, remove the screws on the inside oven 

door panel.  Remove panel. 
� The back of the thermometer will be exposed. 
� Adjust the coil holder by moving carefully, this will move the 

indicator needle to desired present temperature. 
� Replace the oven door panel with screws. 
� Re-test thermometer, repeat steps 1-4 again if necessary. 
 

When using a stove with a water reservoir be sure to keep 
water in the reservoir when the stove is in use. This will 
prevent the solder from melting due to extreme heat, which 
in turn will prevent future leaking in the reservoir. 

WATER RESERVOIR 

 

Small fires should be used at first to properly season castings. 

 
 

FIRING INSTRUCTIONS 

� Move the damper knob, located at the left rear corner on the 
top of the stove to the extreme right.  This opens a bypass 
damper that allows the smoke and gases to go directly up 
the chimney connector (smoke pipe).  Open the three 
primary wheel draft controls at the left end of the stove to 
allow air (oxygen) to pass into the ash pit, and through the 
grates into the firebox.  When starting the fire, leave the top 
secondary wheel draft control closed. 

� If a key type damper is in the chimney connector (smoke 
pipe) it should be in the open position. 

� Place crumpled newspaper in the firebox. 

� Next lay kindling in a criss-crossed pattern over paper. 

� Light paper and close the fire door. 

� As the kindling begins to burn, add a small quantity of dry 
wood/coal.  When the fire is burning brightly add a larger 
quantity of dry wood/coal. 

It is a good idea to always let the fire burn brightly for a short 
time when starting, to raise the temperature of the fire 
sufficiently to ignite the main fuel body when added, and raise 
the chimney temperature to create buoyancy for adequate draft. 

 

 

Add a small amount of wood or coal. 

As the kindling builds up to the required temperature to ignite 
the main fuel load, the secondary draft (the single wheel draft 
control) may be opened to supply oxygen to the upper part of 
the firebox for improved combustion.  An established fire should 

SECONDARY DRAFT 
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have some secondary air at all times, especially when burning 
coal. The addition of oxygen lessens the formation of carbon 
monoxide (CO). 

Continue to add fuel until you have 3” to 4” (7.6 cm to 10cm) of 
red-hot coals. 

When adding bituminous (soft coal) DO NOT completely cover 
the burning fire, leave some uncovered to burn off gases to 
prevent delayed ignition. 

DO NOT poke at an anthracite (hard coal) fire, it will bring ashes 
to the surface of the fuel bed and melt into solid clinkers, which 
are difficult to burn.  When adding hard coal, maintain a deep 
bed of fuel for best results. 

 

 

When the fire and draft become established, slide the bypass 
damper (if smoking occurs do this gradually).  The hot gases will 
then flow completely around the oven and up the flue back into 
the smoke pipe. This is necessary to obtain maximum heat from 
the burning fuel and flue gases.  It also raises the temperature 
in the oven for baking. 

 

BYPASS DAMPER 

Baking temperatures are controlled by the amount of draft and 
fuel load.  Usually a moderate fire is all that is necessary to 
maintain average baking temperature.  An overheated oven 
may have the temperatures further controlled by opening the 
oven door slightly and let it come to rest on the end of the catch, 
allowing some heat to escape.  This oven door position may be 
useful when space heating with your SAVOY KING.   

Completely burned wood ashes can be pushed down into the 
ashpan through the openings at each side of the wood grate 
(use poker).  When building a new fire, pull the bottom wood 
grate slide forward dumping all the ashes into the ash pan.  
Ashes that remain on the coal grate (if they are in place) may be 
dumped by using the coal shaker handle to turn the grates over. 

 

BAKING 
TEMPERATURES  

Burning wood will produce small amounts of creosote. 

A small intense fire is preferable to a large slow smoldering one 
to reduce creosote or soot build-up.  Brisk morning fires aid in 
reducing overnight creosote accumulation. 

Establish a routine for the storage of fuel, care of the solid fuel 
burning stove and firing techniques.  Check daily for creosote 
and soot build up until experience shows how often cleanings 
may be necessary in that, the hotter the fire, the less creosote 

CREOSOTE 
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and soot is deposited, and weekly cleanings may be necessary 
in mild weather even though monthly cleanings may be enough 
in the coldest months.  Have a clearly understood plan to handle 
a chimney fire.  Wood, creosote or coal soot and moisture when 
ignited, makes an extremely hot fire. 

The chimney connector (smoke pipe) should be taken down and 
cleaned periodically. 

If you should have a soot or creosote fire close all dampers to 
cut off oxygen supply.  If burning out of control, call your local 
Fire Department. 

 

 

Contact your Local Municipal or Provincial Fire Authority 
for information on how to handle a chimney fire. 

 

CHIMNEY FIRE 

Load fresh wood into a bed of red-hot charcoals. After ignition 
has been established close all dampers. If a key damper is in 
the smoke pipe, close it only enough to reduce an excessive 
draft. A large round hardwood log surrounded by smaller pieces 
will have a longer burn time. 

 

HOLDING FIRES 
 

WOOD 

BITUMINOUS COAL: Add a fresh load. Leave some red-hot 
coals to burn gases. Ensure good ignition, then close the 
primary air. Leave some secondary air over the fire to continue 
to supply oxygen to the forming gases. 

ANTHRACITE COAL: Load deeply, ensure ignition before 
closing damper. A slight amount of primary air may be required 
to prevent fire from going out. Fully loaded coal fires have a 
longer burn time. Overnight fires are easily obtainable. 

 

HOLDING FIRES 
 

COAL 

The wood grate can be installed above the coal grates 
without removing these grates. 

DO NOT BURN COAL 
ON THE WOOD GRATE 

 
  

General Maintenance 
Your polished top will turn a uniform dark blue by the action of 
the heat.  This color will come to it gradually spreading out to 
the edges.  Once the dark color has appeared, the top will not 
spot easily.  Up until this dark color has been achieved however, 
the top will spot readily. 

Every day while the stove is slightly warm, it should be 
thoroughly cleaned, removing anything that has been spilled on 

CARE OF  
POLISHED TOPS 
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it.  Rub the top with a heavy flannel cloth which has been used 
for waxing.  This will gradually fill the pores of the metal thereby 
decreasing the tendency to spot, and will build up a finish on the 
top to a very dark blue color which will be found very attractive. 

Should the top become stained or dirty, it should be scrubbed 
clean with a good non-abrasive household cleaner and wiped 
off perfectly dry.  It should then be treated with a parowax. 

Should the top become rusty, polish with a fine steel wood 
(going with the grain) and then apply parowax. 

Never put black lead on polished casting. 

Once a day your stove top can be rubbed with wax paper when 
the stove is warm to the touch. This will help to keep the stove 
top looking new. 

 

Ashes should be removed frequently, preferably when lighting 
the fist fire of the day.  Ashes should be deposited in a metal 
container with a tightly fitted lid. The closed container of ashes 
should be placed on a non-combustible floor or on the ground, 
well away from all combustible materials, pending final disposal.  
If the ashes are disposed of by burial in the soil or otherwise 
locally dispersed, they should be retained in the closed 
container until cinders have thoroughly cooled. 

Never allow ashes to build up to the grates as it may result in 
serious damage.  Coal ashes can be shaken down by using the 
shaker handle on the triangular end of the grate bars.  Wood 
ashes can be dumped into the ashpan by pulling out the tab 
connected to the bottom slide pushing the ashes down with the 
poker. 

Clean the soot deposits in the flue passages on the top of and 
down the right side of the oven. This is accessible by removing 
the main top cast iron keyplates.  A scraper is provided for this 
purpose. 

There is a small removable cast cleanout providing access to 
clean the under oven passage.  Be sure to remove all soot and 
creosote that may have been scraped and fallen down the right 
side passage.  Carefully clean around the baffle and through the 
opening into the bottom of the flue-back.  Clean flue passages, 
smoke pipe and chimney for build up of soot or creosote on a 
regular basis during the heating season. 

CLEANING ASHES 

The chimney can be quite easily checked out with a mirror 
providing is has a cleanout and goes straight up.  A mirror can 
be placed in the cleanout or smoke pipe opening and when 
positioned just right, you should see all the way to the top.  You 

CHIMNEY INSPECTION 
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can see whether or not the chimney needs cleaning.  If it does, 
it is suggested that you get professional assistance. 

If the chimney does not have a cleanout at the base, one should 
be installed.  If it has an offset in it, a draft gauge can be used to 
determine its condition. Again, professional assistance is 
suggested. 

When wood is burned slowly, it gives off moisture and unburned 
volatile gases which when combined and come into contact with 
cool surfaces (smoke pipe and chimney linings) condense in the 
form of creosote. If allowed to accumulate, when ignited it will 
create an extremely hot fire. 

When coal is burned, the products of combustion form soot and 
when mixed with moisture form a residue which accumulates in 
the smoke pipe and chimney.  When ignited, this soot makes 
and extremely hot fire. 

If soot or creosote has accumulated, it should be removed to 
reduce the risk of a chimney fire. 

If you should have a runaway fire in the stove, the chimney 
connector (smoke pipe) or chimney immediately do the 
following: 

� Close all dampers on the heater, to cut off oxygen from the 
fire. 

� A manual (key type) damper if used in the smoke pipe 
should be closed down slowly. 

� CALL YOU LOCAL FIRE DEPARTMENT. 

RUNAWAY FIRE 

The amount of fuel and the rate of burning will determine the 
length of time it takes to bring it under control.  After a fire has 
been brought under control, without serious damage to the 
building or stove, check fully before putting it back into service.  
If extensive fire damage did occur, it will require necessary 
repair or replacement. 

Keep a reliable fire extinguisher on hand. 

Always keep the fire door and ash door gasket in good 
condition. 

 

CAUTION:  The area in which you are using your stove should 
be well ventilated to supply oxygen for combustion. See that all 
pipe joints and connections fit tightly as flue gasses may contain 
carbon monoxide when the fire is starved for air. 

VENTILATION 

The WARRANTY is for the original purchaser and should be 
given to him or her or kept in a safe place. 

WARRANTY 
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Wood Firebox 

Wood Firebox Dimensions:  7 ¼” W x 21 ½” L x 10 ½” D 
 

Diagram No. Part Description 

1 805611R Wood Grate 
2 803128R Wood Grate Slide 
3 803114R Slide Handle 
4 805610R Front Lining 
5 805760R Front Lining Clamp (2) 
6 800616R Right Back Lining 
7 800393R Center Back Lining 
8 800617R Left Back Lining 
9 800239R Back Lining Hanger 
Not Shown 804187R Front Grate Rest 
   

 
Note: Stand at the left end of the stove and look into the firebox.  From this position 
the grates and linings are shown as listed above. 
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Coal Firebox 
 

 
Coal Firebox Dimensions:   7 ¾” W x 16” L x 11 ½” D 
 

No.  Casting No. Description 

1 800615 Front Lining 
2 801503 Grate Bars (3 Required) 
3 802408 Center Post 
4 803301 Center Back Lining (3 

required) 
5 803303 Back Lining Clamp 
6 803589 Wood Grate 
7 803590 Wood Grate Slide 
8 804208 Front Grate Rest 
9 804209 Back Grate Rest 
10 804210 Grate Rest 
11 804211 Left End Lining 
12 804212 Right End Lining 

 
Note: Stand at the left end of the stove and look into the firebox.  From this position 
the grates and linings are shown as listed. 
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Closet and Exterior Parts 
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Repair Parts 

 
 
 MODEL QUANTITY 

NO: PART NO: PART DESCRIPTION: 53-1N 53-1NT 

22 0309179 Oven Thermometer 1 1 
23 8001665 Die Cast Handle End Right  3 4 
24 8001665 Die Cast Handle End Left 3 4 
26 0799005 Cherry Wood Handle 1 1 
28 07 Oven Door Panel 1 1 
29 0802205 Oven Damper Rod 1 1 
30 0805751 Damper Knob 1 1 
31 0801359 Pipe Collar (Outs) 1 1 
32 0804943 Oven Damper Frame 1 1 
33 0800609 Oven Damper Guide 1 1 
34 0802276 Oven Damper 1 1 
35 0805747 Wood Extension 1 1 
36 0805698 Front Lining Clamp 2 2 
42 0803717 Back Side Top Regular 1 1 
43 0805603 Left End Top 1 1 
44 0805748 Front Keyplate Regular 1 1 
45 0805749 8" Cover 2 2 
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 MODEL QUANTITY 

NO: PART NO: PART DESCRIPTION: 53-1N 53-1NT 

46 0803313 Solid Keyplate #2 1 1 
47 0803531 Solid Keyplate #3 1 1 
48 0805605 Front Side Top 1 1 
49 0805604 Right End Top 1 1 
50 0805612 Reservoir Top  1 
51 0804225 Reservoir Cover  2 
52 0702871 Flue Back 1 1 
53 0130015 Bolt - Round Head - 5/16" x 1 1/4" 1 1 
54 0135122 Hex Nut 5/16" 4 4 
55 0133226 Bolt - Round Head - 5/16" x 1 ½" 3 3 
56 0305744 Secondary Air 1 1 
57 0805683 Wheel Draft Control 4 4 
58 0805742 Draft Frame 1 1 
59 0305739 Ash Door 1 1 
60 0805738 Fire Door 1 1 
61 0805743 Fire Door Shield 1 1 
62 0704553 Fire and Ash Door Catch 2 2 
63 0804740 Fire and Ash Door Knob 2 2 
64 0130167 Swell Rib Hinge Pin 3/16" x 1 1/4" 4 4 
65 0805741 Fire and Ash Door Frame 1 1 
66 0805583 Lifter 1 1 
67 0304155 Stove Lifter Wire Handle 1 1 
70 0805186 Oven Door Brace 1 1 
71 0801727 Grate Shaker (coal firebox only) 1 1 
72 0804555 Stove Loop Poker 1 1 
74 0704550 Ash Pan 1 1 
85 0290023 Rack - Oven - Plain 15 3/4" x 17 ½" 1 1 
86 0805183 Oven Door 1 1 
87 0130167 Stove Pin - Swell Ribbed 1/4" x 1 ½" 2 2 
90 0805123 Flue Strip 1 1 
91 0805129 Flue Strip Extension 1 1 
92 703725 Reservoir 1 1 
93 0300086 Butt Hinge - 838 x 1 ½" (pair) 1 2 
94 0304161 Stove Scraper #1630 1 1 
95 0704272 Oven Side Liner 1 1 
96 0805753 Oven Cast Overlay 1 1 
97 0805752 Oven Cast Overlay 2 2 
 0805696 Front Filler Piece 1 1 

 0802831 Broiler Lever 1 1 

 0805798 Broiler Lever Button   

 0805736 Broiler Lever Washer 1 1 
 



 
 
 

 
 

 

 

 

 



 
 
 

 
 

 

 

 
 
 
 
 
 
 
 

 
 

ENTERPRISE FAWCETT 
 Making Wood Stoves Since 1852 

 
73 Lorne Street  Sackville NB  E4L 4A2   
Email:  enterpri@nbnet.nb.ca 

 

 
We reserve the right to make 

improvements and design modifications 
without notification. 

 

 
Tel: 506-536-1160   
Fax: 506-536-1820 

 


